
#Test results and certificates are available on request.
Specifications and colourations are subject to manufacturing tolerances. As part of Feltex 
Carpets’ continuous improvement program, Feltex Carpets’ reserves the right to change 
the specifications of or delete colours of this product without notice. 
All Feltex Carpets must be installed in accordance with the latest AS2455 (Parts 1 & 2) 
and the Feltex Carpets Installation Instructions.
While all care is taken, product images may vary in colour due to possible printing process 

variation. Images do not seek to duplicate the exact visual appearance, but serve merely 
as a guide or point of reference.

Technical Specifications

Country of Origin Australia

Description Level Loop Pile

Colours 9 Standard

Yarn 100% Solution Dyed Nylon

Gauge 39.4/10cm (1/10th Gauge)

Secondary Backing Synthetic

Product Thickness 4.5mm (+/- 1.0mm)

Pile Weight 610g/m2

Width 3.66 Metres Wide

Performance

Anti-static AATCC 134 <3.5 Kilovolts at 21°C & 20% Relative Humidity

Flammability# CRF 3.8kW/m² (Direct Stick)
Smoke Value 132% Minutes

Stain Resistance Stain Warden®

ACCS Rating# Residential Extra Heavy Duty & Stairs #28178
Contract Heavy Duty & Stairs 

Sustainability

PVC Minimisation 100% PVC Free

Indoor Air Quality# Green Building Council compliant for VOC emission rate limits

Green Star
Environmental Certification Scheme (ECS)
Level 4 Maximum Points - Certificate #28178

Accreditation
Manufactured under a quality, environmental and health and safety system certified and complying with 
ISO9001, ISO14001 and AS4801 by an accredited certification body.
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