
VINYL PLANK

Vega CK, Orion CK & HB (5G InstaClic)
Installation Instructions

Godfrey Hirst Luxury Vinyl Plank (Floating Floor) Installation Guidelines should be reviewed by installers prior to 
commencement of installation.  All installations should be in accordance with AS1884:2012.  These instructions apply solely to 
floors to be installed using a floating floor system. Should it be intended to direct stick the product, please refer to the Godfrey Hirst Luxury Vinyl 
Plank (Direct Stick) Installation Guideline available from your retailer, Godfrey Hirst Floors representative or the Godfrey Hirst website 
www.godfreyhirst.com. Should you have any queries in relation to the below recommendations, please contact your retailer or Godfrey Hirst Floors 
representative.

Pre-Laying Checks
It is the installer’s responsibility to verify that the product and accessories supplied is the correct product, colour, pattern and quantity.  Prior to 
installation each plank should be carefully checked in good natural light for any obvious visual defects.  Never install defective product (unless agreed 
by a Godfrey Hirst Floors representative). If the product is incorrect or has any visual defects or damage, contact your retailer or Godfrey Hirst Floors 
representative. Generally, Godfrey Hirst will not be responsible for any visual defects after the floor has been cut and/or installed.

Site Testing and Conditioning
Concrete sub floors must be tested in accordance with AS1884-2012 for moisture using the relative humidity in-situ probe test and pH. If installed 
as a floating floor, RH levels can be up to 95%. Otherwise, RH levels should not exceed 75% and pH levels should not exceed 10.

Godfrey Hirst LVP’s must be allowed to condition on site for a minimum period of 24 hours, in a dry, well ventilated area with an air temperature 
between 18°C and 28°C. The temperature must remain within this range for the entire installation period and a minimum of 48 hours after 
installation completion. The ambient relative humidity in the installation area should be maintained at 30-60% to prevent condensation forming under 
the laid flooring.

Boxes should be stored no more than 3 high to avoid damage and maximise acclimatisation.

Sub Floor Preparation
Sub floor must be level, smooth and dry and free of any surface irregularities including dust, dirt, oil, grease, paint or other materials or roughness.  

Concrete floors must be cured and completely dry, with a surface free of trowel marks and surface irregularities, and when a straightedge 2 metres 
long is placed at rest at 2 points 2 metres apart, no part of the surface shall be more than 3mm below the straightedge.  Depressions and cracks must 
be filled using a suitable (taking into account the tra�c loads) approved levelling compound in accordance with the manufacturer’s instructions. All 
protrusions must be levelled.

For existing timber, plywood and particleboard subfloors, any loose boards should be re-fixed and damaged boards replaced, then if required, sanded 
to a level, smooth and dust free surface.

As a floating floor, the floor can be installed over most existing floorcovering (e.g. ceramic tiles, linoleum, PVC etc) provided the floor is flat, dry and 
in the case of ceramics in a residential installation, grout line tolerances are no more than 3mm wide and 3mm deep. Otherwise grout joints should 
be filled to the level of the tiles with a suitable leveller. Carpet is not a suitable subfloor.

For installations where underfloor heating is used, the surface temperature must not exceed 27°C or have any coverings upon it to fluctuate above 
this. Refer to AS1884-2012 4.1.3 for scope of preparing and conditioning the subfloor pre and post installation. Please contact your retailer or 
Godfrey Hirst Floors representative to confirm suitability and further installation recommendations.

Warning – This product requires a temperature controlled environment and must be protected from exposure to direct sunlight and 
extremes in thermal fluctuation. Further, if loads are likely to exceed 200kg/object area or if the load is greater than 30kg/cm2, a floating 
floor system should not be used. If these conditions cannot be met, use of a Godfrey Hirst direct stick product should be considered, or 
the floor installed using the direct stick method.
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Perimetre / Expansion Gaps
A perimetre expansion gap of not less than 5mm or 1% of the widest/longest section of the floor (ie. 8m wide/long means 8mm perimetre 
gap) (whichever is greater) must be maintained against all fixed vertical surfaces (e.g. walls, cabinets, sliding doors, island benches etc). A trim 
or scotia can be used to cover this gap. Silicone or caulking compound is not recommended.

Installations exceeding 12 metres in length and/or 8 metres in width must be compartmentalised, using expansion trims, and should be 
discussed with your retailer or Godfrey Hirst Floors representative prior to installation.

Installation Procedure
If installed as a floating floor, the floor should not be adhered, nailed or pinned in any way to the subfloor or structure. Foam or cork underlays 
should never be used, though approved rubber underlay, such as Godfrey Hirst Floors Arriba Ultra, may be used where improved noise 
reduction is required.

        1. Prepare the subfloor in accordance with Australia Standard 1884-2012 and as set out in these instructions.

        2. Plan the direction of the area to be installed to maximise the visual appearance once installed. The direction of the tile/plank 
            grain should be confirmed and the installation should be balanced from the centre of the area to minimise waste.

        3. Measure the room and estimate the number of rows required. If the last row is not at least 5cm wide, the first row should be 
            cut so that the first and last rows are similar in width.

        4. To minimise shade variation, mix and install product from several di�erent packs alternately. After laying a small quantity of 
            product, view from a distance that allows you to clearly see the overall e�ect. If there is any doubt cease installation immediately 
            and contact your retailer or Godfrey Hirst Floors representative.

        5. From the left corner of the room put the first plank in place using spacer blocks against the walls to maintain the appropriate 
           expansion gap so both the end and side seam grooves are facing outwards.  Planks are to be installed from left to right.  To assist 
           in laying the first row straight, the use of masking tape across each short end locking system is recommended. Continue this 
           for the first two rows and remove after completion of installation.

        6. Install the second plank in the first row by laying the short-end tongue onto the previously installed plank short-end groove. 
            Lock the planks together using a soft, white No.2 rubber mallet to vertically engage the 5G InstaClic™.  You will hear and feel 
            the planks lock together as the locking tab engages in the end join. 

        7. Continue in this manner for the rest of the first row. The last plank in the row should be cut to length while maintaining the 
            appropriate expansion gap along the perimetre of the room or fixed vertical surfaces.

        8. Cut a plank that is a least 150mm shorter than the first plank to start the second row or use the cut o� from the previous row, 
            keeping in mind the length requirements above. Install the first plank in the second row, by inserting the long side tongue into 
            the groove of the plank in the first row at a low angle to the installed plank. Then firmly lower the plank while maintaining 
            a slight pressure toward the installed plank. The planks should fit snugly together and lay flat maintaining the appropriate 
           expansion gap along the perimetre of the room or fixed vertical surfaces.

        9. To install the remaining planks in the second row, first align the long edge tongue into the groove of the previous row at an 
            angle. Slide the plank to the left until it meets the previously installed plank.

      10. Firmly lower the plank while maintaining a slight pressure towards the installed piece. The pieces should fit snugly together 
            and lay flat. Engage the short edge join as in the above.

      11. Work across the length of the room installing planks in the second row. It is critical to keep these first two rows straight and 
            square, as they are the “foundation” for the rest of the installation. Check often for squareness and straightness while installing 
            the floor as failure to do so can result in gapping.

      12. Continue installing, being certain to maintain a random pattern repeat, assisted by o�seting end joins by at least 150mm. 
             Maintain the appropriate expansion gap against all fixed vertical surfaces. 

      13. Check to be certain all planks are fully engaged; if slight gapping is noticed or the planks will not lay flat, simply disengage the 
             long/top side join and then carefully slide the short/end joint apart. Do not pull up on this joint as it will damage the locking 
             mechanism! Reinstall the plank.

      14. The last row (possibly the first row) plank width should be no less than 50mm on the long seam. Remember to allow for the 
             appropriate expansion gap to the wall.

      15. Install wall mouldings and door transition mouldings last. Be sure that all mouldings are fastened directly to the wall or
            subfloor; do not place any fasteners through the floating vinyl flooring. Care must be taken when fitting wall mouldings that 
            they do not push down on the floor. This will a�ect the floors ability to expand and contract and may lead to product failure.
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NOTE: The 5G InstaClic™ short end joins cannot be ‘lifted’ or angled apart when removing or repositioning a plank. To remove a plank, 
first disengage the long join by lifting the boards to an angle until the row disengages. Then simply ‘slide’ the short end join apart along 
the floor. Failure to slide this joint apart will damage 5G InstaClic™ mechanism and prevent proper re-installation of the a�ected plank.

Post Installation
If constructions works are still underway, the floor should be protected from site debris, dirt, soil, tra�c etc by use of a protective surface (e.g. 
sheet plastic, hard boards etc).  If using adhesive, it is recommended that plywood be placed over the floor during the removal or replacement 
of furniture or any heavy objects within 48 hours of the installation.  

Please be careful to ensure no condensation occurs and any adhesive tape or protective material does not a�ect the aesthetics of the finished 
installation. Use window coverings to protect the floor from heat and fading under direct sunlight. Dramatic temperature fluctuation of the 
flooring could cause joins to lip or gaps to occur.

Warnings:
Asbestos - Prior to any take-up or removal of floorcoverings, adhesives or underlay, you should be certain these do not contain asbestos. If it 
is known or suspected the previous flooring, adhesive or underlay contains asbestos, you should avoid creating dust and the previous flooring 
and/or components should only be removed by an appropriately licenced asbestos removal contrator.   

These guidelines are intended to assist in achieving an optimum installation. Any variation to the recommendations above by installers may 
a�ect any warranties.

For further information, please contact your local Godfrey Hirst Floors representative.
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